EXTERNAL DIAL CALIPER GAGES

= Carbide measuring tips

i,

2332-20
2332-40
2332-60
2332-80
2332-100

Range Graduation  Accuracy L (mm)
0-20mm 0.01mm +0.04mm 60
20-40mm 0.01mm +0.04mm 60
40-60mm 0.01mm +0.04mm 55)
60-80mm 0.01mm +0.04mm 55)
80-100mm 0.01mm +0.04mm 55)

Unit: mm

DIGITAL EXTERNAL CALIPER GAGES

DATA
OUTPUT

Carbide measuring tips
Reading in digit and analog
Display can be rotated by 320°
Button function: tolerance Go and No-Go display,

data preset, measuring direction change,
max./min./TIR measurement, inch/metric
conversion, absolute/incremental measurement

Data output

(code 7315-, 7302-, 7305-)

2132-20
2132-40
2132-60
2132-80
2132-100

0-20mm/0-0.8"
20-40mm/0.8-1.6"
40-60mm/1.6-2.4"
60-80mm/2.4-3.2"
80-100mm/3.2-4"

CR2032 battery, automatic power off

Optional accessory: data output cable

Resolution

0.01mm/0.0005"
0.01mm/0.0005"
0.01mm/0.0005"
0.01mm/0.0005"
0.01mm/0.0005"

Accuracy

+0.04mm
+0.04mm
+0.04mm
+0.04mm
+0.04mm

L (mm)
60
60
55
55
55

2132-20
Unit: mm
i of
\
Ly ; P

DIGITAL THICKNESS GAGES

DATA
OUTPUT

= Ceramic spindle tip and anvil
= Buttons: on/off, zero, mm/inch
= Battery CR2032, automatic power off

= Data output

= Optional accessory: data output cable
(code 7315-, 7302-, 7305-)

Code
2871-10
2871-101

Range
0-10mm/0-0.4"
0-10mm/0-0.4"

Resolution
0.01mm/0.0005"
0.001mm/0.00005"

Accuracy
+0.02mm
+0.005mm

2871-101

)

Unit: mm
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THICKNESS GAGES

type B é
s@3 steel

oS —

‘610

.
3: ceramic

Range Graduation
2364-10 0-10mm 0.01mm +0.02mm A 58mm 2364-10 2364-1
2364-10B 0-10mm 0.01mm +0.02mm B 58mm
2364-1 0-1mm 0.001mm +0.005mm A 56mm

type B
sS@3 steel
@10

.
3: ceramic

Range Graduation Accuracy
2366-30 0-30mm 0.01mm +0.035mm A
2366-30B 0-30mm 0.01mm +0.035mm B 2366-30

DIGITAL THICKNESS GAGE

DATA
OUTPUT

Unit: mm

T 7

Ceramic spindle tip and anvil
Buttons: on/off, zero, mm/inch 2872-10
Battery CR2032, automatic power off
Data output

Optional accessory: data output cable

Resolution Accuracy
(code 7315-, 7302-, 7305-) 2872-10 0-10mm/0-0.4" 0.01mm/0.0005" +0.02mm
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ceramic 120
195

Unit: mm

‘®10‘ :

Graduation Accuracy
2365-10 0-10mm 0.01mm +0.02mm
2365-20 0-20mm 0.01mm +0.03mm
2365-10B | 0-10mm 0.01mm +0.02mm
2365-20B | 0-20mm 0.01mm +0.03mm

2365-10

DIGITAL TUBE THICKNESS GAGE

measure wall
thickness of grooves

Buttons: on/off, zero, mm/inch
Battery CR2032, automatic power off
Data output

Optional accessory: data output cable
(code 7315-, 7302-, 7305-)

Code Range Resolution Accuracy
2873-10) 0-10mm/0-0.4" | 0.01mm/0.0005" | +0.02mm

DATA
OUTPUT

Unit: mm

DIGITAL TUBE THICKNESS GAGE

.IIIIIII
7/////////////4

7//////////////4

= Buttons: on/off, zero, mm/inch

= Battery CR2032, automatic power off

= Data output

= Optional accessory: data output cable
(code 7315-, 7302-, 7305-)

Code Range Resolution Accuracy
2876-10 | 0-10mm/0-0.4" | 0.01mm/0.0005" | +0.02mm

2876-10

133



Snsizey |

TUBE THICKNESS GAGE

Unit: mm

rzz722727772)

-

= Measure tube wall thickness

Code Range Graduation Accuracy
2367-10A 0-10mm 0.01mm +0.02mm

THICKNESS GAGE

SUITABLE FOR
JEWELLERY

Unit: mm

T

Lie-down use for small
articles on the table

Code Range Graduation Accuracy
2361-10 0-10mm 0.1mm +0.05mm

Jeo|

THICKNESS GAGE

Unit: mm

m Stainless steel spindle tip and anvil

Code Range Graduation Accuracy
2363-10 0-10mm 0.01mm +0.03mm

THICKNESS GAGES

Unit: mm

@50
L
L L1 d

Code Range Graduation Accuracy
2862-101 | 0-10mm 0.05mm +0.1mm | 35mm | 85mm
2862-102 | 0-10mm 0.05mm +0.1mm | 60mm | 110mm

THICKNESS GAGE

Unit: mm

250
35
Code Range Graduation Accuracy
2863-10 0-10mm 0.05mm £0.1mm | 87 |

134



THICKNESS GAGE WITH POINTED TIPS

Unit: mm

e e @50
= y 35
I 85 1

= Pointed tips fit into small “/

grooves and recesses &=—]

Range Graduation Accuracy
2866-10 0-10mm 0.05mm +0.1mm
DIAL SNAP GAGES IP54
*I/” Il[ PLUS platform  anvil WATERPROOF
Mnnfnv GERMANY m g =[ ﬁ D

-

= Quick Go/No-Go measurement for mass production
Anvil retracting stroke: 2.5mm

Dial indicator: measuring range +0.07mm,

graduation 1um, accuracy +1uym

Constant measuring force over the whole range: 8.5N
Carbide measuring faces

IP54 dust/waterproof

Zero position of dial indicator is adjustable and 3335-25
can be locked (supplied with locking wrench)
Adjustable platform height

Unit: mm

(mm) q

set zero
3335-25 | 0-25mm 35 | 191 | <15 lockiag %
3335.-50 | 25-50mm 60 | 215 | <25
3335-75 | 50-75mm 84 | 239 | <375
3335-100 | 75-100mm | 110 | 265 | <50

il

DIAL SNAP GAGES QUICK AND ACCURATE MEASUREMENT INSPECTION
OF CYLINDRICAL WORKPIECES CERTIFICATE

TRACEABLE TO DKD

application

Left anvil retracting stroke: 2mm
Measuring force: 6-8N
Flatness of anvil: 1.5um
Repeatability: 1um
Carbide measuring faces for anvils
Front edges of anvils are chamfered
for easy workpiece insertion
= Optional accessory: dial indicators

and digital indicators

(reading 0.001mm or 0.01mm)

dial indicator
is optional

(mm)
Code Range Parallelism of measuring faces A B Cc
2186-25* | 0-25mm 4um 42 11-18 20
2186-50* | 25-50mm 4pm 69 | 11-32 | 41 2186-25
2186-75* | 50-75mm 5um 94 17-41 51 Unit: mm
2186-100 * | 75-100mm 6um 119 | 31-55 65 probe  anvil carbide
2186-125* | 100-125mm 6um 144 | 42-70 75 me?;cue"”g
2186-150 * | 125-150mm 8um 169 | 55-82 90
2186-175* | 150-175mm 8um 194 | 68-95 | 100 el <
2186-200 * | 175-200mm 10pum 219 | 85-110 | 115 -0 14l
2186-225* | 200-225mm 10pum 244 | 95-120 | 130 anvils
2186-250 * | 225-250mm 10um 269 | 110-135 | 145
2186-275* | 250-275mm 12um 294 | 120-150 | 160
2186-300 * | 275-300mm 12um 319 | 128-160 | 170

*Supplied with manufacturer inspection certificate traceable to DKD Germany
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